
MANIPERM® magnet powder 

All our products are isotropic and not yet magnetized. 

BR HCB HCJ (BH)max

g/cm³ cm²/g % % % % mT kA/m kA/m kJ/m³

9T 1,2 2900 1,5 11,5 175 110 280 4,75

9X 2,0 n.a. (too low) 95 96,5 163 105 235 3,9

15 1,0 2700 0,4 35 170 98 225 4,35

17 1,0 2900 1 5,5 19,5 168 90 190 4,1

22 1,1 2500 2,5 15 29 168 91 185 4,2

28 1,1 2250 7,2 23 34 170 93 195 4,3

9T is powder tempered and disperesed after milling.

TRIDELTA Hartferrite GmbH

Magnetization usually follows the mixing and shaping of the compound products. 

typical values magnetic values based on density of 3,6 g/cm³

isotropic pressing
type

bulk 

density

specific surface 

area (Blaine)

sieve analyse > 

71 µm

sieve analyse > 

32µm

Higher magnetic parameters in isotropicaly pressed discs rarely correspond to higher magnetic parameters in a compound product. Our technological experts will 

galdly advise you regarding the most fitting powder type for your needs. 

The table below gives an overview of some typical values. Don't hesitate to ask us for detailed technical data sheets.

sieve analyse > 

20µm

sieve analyse > 

63 µm

If your process and product have needs our standard types cannot satisfy, we gladly tailor make a powder for you. 


